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Brand Model BOOMERANG 9 Size M Serial number DATE

Certification n° Certification date 07.01.2013

Manual Glider Manual Glider Manual Glider Manual Glider Manual Glider Manual Glider

A Diff A' Diff B Diff B' Diff Stabilo Diff tot brake line Diff

Center 1 7945 7950 5 7920 7923 3 7890 7886 -4 8,040 8033 -7 0 8635 8636 1

2 7815 7822 7 7790 7796 6 7760 7758 -2 7,910 7904 -6 0 8350 8349 -1

3 7780 7783 3 7750 7759 9 7720 7715 -5 7,870 7866 -4 0 8190 8190 0

4 7835 7838 3 7810 7816 6 7780 7779 -1 7,925 7923 -2 0 8170 8175 5

5 7745 7746 1 7720 7722 2 7680 7675 -5 7,835 7831 -4 0 8010 8009 -1

6 7610 7609 -1 7585 7589 4 7545 7541 -4 7,700 7694 -6 7910 7910 0

7 7545 7550 5 7525 7532 7 7485 7479 -6 7,630 7625 -5 7860 7858 -2

8 7570 7574 4 7555 7564 9 7515 7508 -7 7,640 7639 -1 7975 7978 3

9 7370 7371 1 7335 7327 -8 6,970 7855 7855 0

10 7320 7321 1 7285 7279 -6 7805 7809 4

11 7235 7238 3 7215 7204 -11 7855 7857 2

12 7225 7226 1 7200 7189 -11 7990 7987 -3

13 7165 7167 2 7140 7130 -10

14 7145 7146 1 7120 7113 -7

15 7145 7145 0 7115 7108 -7

16 7165 7164 -1 7135 7129 -6

17 6950 6944 -6 6945 6941 -4

18 6905 6899 -6 6920 6916 -4

19

20 Risers : A'

21

Wing tip 22

Riser length Manual

A A' B calculated  Δt Tension Tolerances

Neutral 500 500 500 0 5KG +/-5mm

Tolerances Tolerances

Total speed 

Range 

(Δa+Δt)

140 +/-5mm

A-A' 70 +/-5mm A'-B 70 +/-5mm

A-B 140 +/-5mm

Riser length Gliders

A A' B calculated  Δt Tension Tolerances

Neutral test sample 493 488 491 2 5KG +/-5mm
Neutral CCC risers 496 497 498

Tolerances Tolerances

Total speed 

Range 

(Δa+Δt)

143 +/-5mm

A-A' 70 +/-5mm A'-B 71 +/-5mm

A-B 141 +/-5mm

Gilles Berruex

04.12.2014

Full speed setting Full speed setting

Attachment

 rod diameter in mm

10

BB11-K5600353P

ABSOLUTE LINE LENGHT  IN mm

GIN Gliders

PG_0639.2012

Attachment

 rod diameter in mm

6

Full speed setting

MEASUREMENT CCC CERTIFICATION

Recognition EN 926-2 | 2005

6

Full speed setting
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Brand Model BOOMERANG 9 Size M Serial number DATE

Certification n° Certification date 07.01.2013

Upper

1 Edlerid Edlerid Edlerid 8000/U-070 Edlerid Edlerid

2 Edlerid Edlerid Edlerid Edlerid Edlerid

3 Edlerid Edlerid Edlerid Edlerid Edlerid

4 Edlerid Edlerid Edlerid 8000/U-070 Edlerid Edlerid

5 Edlerid Edlerid Edlerid Edlerid Edlerid

6 Edlerid Edlerid Edlerid Edlerid Edlerid

7 Edlerid Edlerid Edlerid Edlerid Edlerid

8 Edlerid Edlerid Edlerid Edlerid Edlerid

9 Edlerid Edlerid Edlerid

10 Edlerid Edlerid Edlerid

11 Edlerid Edlerid Edlerid

12 Edlerid Edlerid Edlerid

13 Edlerid Edlerid

14 Edlerid Edlerid

15 Edlerid Edlerid

16 Edlerid Edlerid

17 Edlerid Edlerid

18 Edlerid Edlerid Edlerid 8000/U-050

H/middle

1 Edlerid 8000/U-120 Edlerid

2 Edlerid Edlerid

3 Edlerid Edlerid

4 Edlerid 8000/U-120 Edlerid

5 Edlerid Edlerid

6 Edlerid Edlerid

7 Edlerid

8 Edlerid

9 Edlerid Edlerid

10 Edlerid Edlerid

11 Edlerid Edlerid

12 Edlerid Edelrid

Middle

1 Edlerid Edlerid Edlerid Edlerid

2 Edlerid Edlerid Edlerid Edlerid

3 Edlerid Edlerid Edlerid

4 Edlerid Edlerid

5 Edlerid Edlerid

6 Edlerid 8000/U-090 Edlerid

Main  

1 Edlerid Edlerid Edelrid 8000/U-090

2 Edlerid Edlerid

3 Edlerid 8000/U-190 Edlerid 8000/U-050 Liros PPSL160

STB Edlerid 8000/U-090

STB mid A Edlerid 8000/U-050 STB mid B Edlerid 8000/U-050

Upper and lower line loop reinforcement: all Edelrid 8000 lines have upper and lower reinforcements
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Gilles Berruex

GIN Gliders BB11-K5600353P 04.12.2014

MEASUREMENT CCC CERTIFICATION

Recognition EN 926-2 | 2005

A1 A2 B C BR

PG_0639.2012

Table of lines quality

8000/U-120

8000/U-090 New

9200-030

Old

8000-025
New

9200-030

Old

8000-025

8000/U-050

8000/U-090

8000/U-050

8000/U-070

8000/U-050

A B BR H/Middle

New

9200-030

Old

8000-025

8000/U-090

8000/U-090

8000/U-070

8000/U-050
8000/U-050

A B C             BR L/Middle   

8000/U-190
8000/U-090

9200-030

8000-025 8000/U-050

8000/U-120

8000/U-070

A B BR H/Main

8000/U-360 8000/U-190
BR L/Main


